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1.Control panel

2.5pin(or 3pin) DMX In

3.5pin(or 3pin) DMX Out 

4/5.Artnet

6.Power In

7.Power Out

8.Breather valve

9.Omega bracket with clamp

3. CONTROL

Menu Displa y

Power-on initialization: Menu+up
If you want to flip the display, hold UP + DOWN buttons for 3 seconds to set display 
orientation. 
Without external power source, long press the right button for 3 seconds, enter the menu 
to set parameters.
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4. FIX TURE SPECIFIC ATION
4.1 TECHNICAL DATASHEET

EC12 datasheet
PHOTOMETRICS
Light Source 12*50W RGBWW LED
Color Temperature(K) 2800K-10000K
CRI >93
LED Life 30000H
CCI 0-0.1G

KEY FEATURES
PAN 540°
TILT 270°
Color System RGBWW
Zoom Beam angle 3.8° -33°，Field angle 5.4° -48°
Strobe 1-30Hz
Dimming 0-100% linear dimming，22Bit

POWER
Mains 100-240V,50/60Hz
Consumption 230V@750W
Power connections Seetronic power in/out,linking up to 3pcs
Power Factor 230V@0.98
Ambient -10 ～ 45℃
Power supply Input voltage AC 100 ～ 240VAC（50/60HZ）1000W

PHYSICAL
Dimension 429*277*492mm
Weight Net weight: 20kg
IP Rating IP66
Cooling Aluminum alloy heat sink with low noise fan
Housing Magnesium alloy, matte black finish
Installation Sit-flat floor mounting, side hanging and flown mounting

CONTROL
Protocol DMX512/RDM/sACN/Artnet/Bluetooth/APP/NFC
DMX channel 17CH/36CH/35CH/61CH/84CH/83CH
Data connections 3pin (or 5pin) XLR In/Out, linking up to 32pcs
Display 240RGB*320 2.8-inch TFT display
Frequency 600Hz/1.2KHz/2KHz/4KHz/6KHz/25KHz
Built-in programs YES
Pixel Control Single control
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 5  FIXTURE SETTING
 5.1 MENU FUNC TION

Menu(-)
Main Menu Menu level 2 Menu level 3 Menu level4 Remark

1 SETUP

Basic Engine

Mode

Basic -18

Standard -37

Advanced -36

Basic -62

Standard -85

Advanced -84

Default: Basic

Source

DMX

Art-Net

sACN

Default:DMX

Universe 000-255 Default: 0

DMX Address 1-512 Default: 1

Pixels Engine

Mode
Disabled

RGBW
Default: Disabled

Source

DMX

Art-Net

sACN

Default: DMX

Universe 000-255 Default: 0

DMX Address 1-512 Default: 1

Ethernet Setup

Custom IP Address 2.198.159.207 Default: 2.x.x.x

Custom IP Mask 255.0.0.0 Default: 255.0.0.0

Repeat on DMX

No

Both Engine

Basic Engine

Pixels Engine

Default: No

2 OPTION

Pan / Tilt

Invert Pan
Off

Default: Off
On

Invert Tilt
Off

Default: Off
On

Swap Pan- Tilt
Off

Default: Off
On

Encoder Pan- Tilt
Off

Default: On
On

P/T HomingMode
Standard

Default: Standard
Sequenced

Pan Home Def Pos

0 degree

Default: 270 degree
90 degrees

180 degrees

270 degrees

Tilt Home Def Pos

0 %

Default: 50%

12.5 %

25 %

50 %

75 %

87.5 %

100%

P/T Speed Normal
Default: Fast

Fast

Display

On

Default: 10s
10s

20s

30s
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 5. 2 MENU FUNC TION

Display Invert

No

Default: AutoYes

Auto

Key Lock
No Default: No

(Up+Down+Up+Down+Enter）Yes

Fan Mode

风扇模式

Auto

Default: AutoSLN

Constant

Power Mode
STD Power

Default: STD Power
ECO Power

Reverse Mapping
Off

Default: Off
On

Special Functions

Dimmer Curve

Linear

Default: Exponential
Exponential

Logarithmic

S-Curve S

Dimmer Fade
Off

Default: On
On

RGB Gamma

Gamma 1.0

Default: Gamma 2.2Gamma 1.5

Gamma 2.2

PWM Frequency

600Hz

Default:2000Hz

1200Hz

2000Hz

4000Hz

6000Hz

25000Hz

Zoom Reposition
On

Off

Setting

Default Preset
No

Yes

User Preset 1
Load preset 1

Yes / No
Save to preset 1

User Preset 2
Load preset 2

Yes / No
Save to preset 2

User Preset 3
Load preset 3

Yes / No
Save to preset 3

3 INFORMATION

System Errors

Fixture Hours Total Hours

Led Hours Total Hours

System Version

DISP:V1.0

CTR1-Y:V1.0

CTR2-MOTOR:V1.0

CTR3-X:V1.0

Bluetooth:V1.0

Fans Monitor
Led Fan

Base Fan
100%

Network

parameters

IP Address 2.198.159.207

IP Mask 255.0.0.0

4 TEST Auto

Pan Tilt

Colour

Zoom

All
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 5. 3MENU FUNC TION

Reset
No

Yes

Channel

5 ADVANCED
Access Code

xxxx

Color Calibration

Off

Default :Off

Factory Calibration

Customized

Calibration

Red 125-255

Green 125-255

Blue 125-255

White 125-255

Calibration

Pan Offset 000-255

Tilt Offset 000-255

ZoomOffset 000-255

Menu Locking
Unlock Code

XXXX
Default: 1234

Upload Firmware Yes / No
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6. INSTALL ATION AND CONNEC TION
6.1 .1 INSTA LL ATION INSTRUC TION

1.Professional installation required. Mount away from walkways, seating areas, 
or unauthorized access. 
2.Never stand directly beneath the fixture during assembly, disassembly, or 
maintenance. 
3.Ensure secure mounting to prevent vibration or slippage during operation. 
4.The supporting structure must withstand 10x the fixture’s weight without 
deformation. Always use a safety cable rated for 12x the fixture’s weight to 
prevent falls if the clamp fails. 
5.Operational in 3 positions: Sit-flat floor mounting, vertically hanging or 
horizontal mounting. 
6.EC12 is IP66（indoor & Outdoor use）,ensuring: Dustproof – Prevents 
significant dust ingress, so that it will not interfere with its normal operation. 
Water-resistant – Protects against water jets from any direction. 
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6.1 . 2FLOWN MOUNTING

S A FET Y ROPE CL A MP

1.During installation, maintain a minimum distance of 0.5 meters between the fixture and any 
flammable materials .
2.When flown mounting, a safety cable rated for at least 10 times the fixture's weight must be 
installed.
3.For overhead mounting, the supporting structure must have a load capacity of at least 10 
times the fixture's weight.
4.As shown in the diagram, the safety cable must pass through both the fixture's safety cable 
eyelet and the mounting structure to ensure a secure connection.
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CL A MP

6. 2 Power Connec tion

WARNING

Power InPower out

Power connec tion ins truc tion

NEXT FIXTURES
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DMX512 控台

A RTNET CONNEC TION

DMX CONNEC TION

NEXT FIXTURES

NEXT FIXTURES
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DMX CONNEC TION

● To minimize signal errors and prevent signal degradation/interference,
    connect a 120 Ω 1/4W resistor between 2 pins and 3 pins at the last
     fixture's DMX output.
● Use XLR cables to link fixtures - connect from the output of one fixture to 
    the input of the next. DMX must be wired in series, not parallel.
● Signal integrity is critical due to DMX512's high speed. Damaged cables, 
    poor solder joints, or loose connections can disrupt transmission and 
    cause system failure.
● The DMX connection is bypassed when a unit loses power to maintain 
    signal continuity.
● Each fixture requires a unique address to receive console commands.
● Always install a terminator at the end of the DMX512 chain to reduce 
    transmission errors.

REL ATION BET WEEN DMX A ND A DDRESS

Fo l l ow a b ove m e t h o d f o r s u b s e q u e n t f i x t u r e s , c a l c u l a t i n g s t a r t i n g a d d r e s s e d a s i n d i c a t e d

M O D E A D D R E S S 1 S T F I X T U R E 2 n d F I X T U R E 3 r d F I X T U R E 4 t h F I X T U R E

17CH 0 01- 017 0 01 018 037 055

DMX INPUT
O

N

P
Q R

O
N

P
Q R

ON
P

Q
R

COMMON
DMX十
DMX一
Not Used
Not Used

DMX OUTPUT

120Ω 1/4 W resistor
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 6.4.1 DMX Char t
Basic -18

1 PAN 000-255

2 PAN Fine 000-255

3 TILT 000-255

4 TILT Fine 000-255

5 ZOOM 000-255 Fromwide to narrow beam

6 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

Random Slow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON

7 Dimmer 000-255

8 Dimmer Fine 000-255

9 CTO
000-009

010-255

OFF

CTO 10000K~2800K

10 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

11 Crossfade 000-255

12 Dimmer Fade 000-255 Fast to Slow

13 FUNCTION

000-003

004-007

008-011

012-015

016-019

020-023

024-039

040-043

044-047

048-051

052-055

056-059

060-063

064-067

068-071

072-075

076-079

080-083

084-087

None

Auto (Default)

SLN

Constant

Normal Tilt speed

Fast Tilt speed (Default)

None

Linear

Exponential (Default)

Logarithmic

S-Curve

None

Raw color channels gamma 1

Raw color channels gamma 1.5

Raw color channels gamma 2.2 (Default)

Color Calibration Off (Default)

Color Calibration Factory

Color Calibration Customized

None

HOLD 3S and Save

Tint
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 6.4. 2 DMX Char t
088-091

092-095

096-099

100-103

104-107

108-111

112-159

160-163

164-167

168-171

172-175

176-179

180-183

184-187

188-191

192-195

196-199

200-203

204-207

208-253

254-255

Reverse Mapping Off (Default)

Reverse Mapping On

Pixel Map Disabled(Default)

Pixel Map On RGBWMode

Zoom Reposition On(Default)

Zoom Reposition Off

None

Dimmer Fade Off

Dimmer Fade On

PWM frequency LED=600Hz

PWM frequency LED=1200Hz

PWM frequency LED=2000Hz (Default)

PWM frequency LED=4000Hz

PWM frequency LED=6000Hz

PWM frequency LED=25000Hz

Display On

Display Off 10s (Default)

Display Off 20s

Display Off 30s

None

Default function recall

14 RESET

000-025

026-076

077-127

128-255

No Function

ZoomReset (Hold 5S)

Pan / Tilt Reset (Hold 5S)

Complete Reset (Hold 5S)

15 Red 000-255

16 Green 000-255

17 Blue 000-255

18 White 000-255

Standard -37

M
AI
N

1 PAN 000-255

2 PAN Fine 000-255

3 TILT 000-255

4 TILT Fine 000-255

5 ZOOM 000-255 Fromwide to narrow beam

6 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON
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 6.4. 3 DMX Char t
7 Dimmer 000-255

8 Dimmer Fine 000-255

9 FUNCTION

000-003

004-007

008-011

012-015

016-019

020-023

024-039

040-043

044-047

048-051

052-055

056-059

060-063

064-067

068-071

072-075

076-079

080-083

084-087

088-091

092-095

096-099

100-103

104-107

108-111

112-159

160-163

164-167

168-171

172-175

176-179

180-183

184-187

188-191

192-195

196-199

200-203

204-207

208-253

254-255

None

Auto (Default)

SLN

Constant

Normal Tilt speed

Fast Tilt speed (Default)

None

Linear

Exponential (Default)

Logarithmic

S-Curve

None

Raw color channels gamma 1

Raw color channels gamma 1.5

Raw color channels gamma 2.2 (Default)

Color Calibration Off (Default)

Color Calibration Factory

Color Calibration Customized

None

Reverse Mapping Off (Default)

Reverse Mapping On

Pixel Map Disabled(Default)

Pixel MapOn RGBWMode

Zoom Reposition On(Default)

Zoom Reposition Off

None

Dimmer Fade Off

Dimmer Fade On

PWM frequency LED=600Hz

PWM frequency LED=1200Hz

PWM frequency LED=2000Hz (Default)

PWM frequency LED=4000Hz

PWM frequency LED=6000Hz

PWM frequency LED=25000Hz

Display On

Display Off 10s (Default)

Display Off 20s

Display Off 30s

None

Default function recall

HOLD 3S and

Save

10 RESET

000-025

026-076

077-127

No Function

ZoomReset (Hold 5S)

Pan / Tilt Reset (Hold 5S)

Complete Reset (Hold 5S)



17

 6.4.4 DMX Char t

128-255

BA
CK

GR
OU

ND

11 Crossfade 000-255

12 Red 000-255

13 Red Fine 000-255

14 Green 000-255

15 Green Fine 000-255

16 Blue 000-255

17 Blue Fine 000-255

18 White 000-255

19 White Fine 000-255

20 CTO
000-009

010-255

OFF

CTO 10000K~2800K

21 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift
22 Dimmer Fade 000-255 Fast to Slow

23 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

24 Dimmer 000-255

SH
AP

E

25 Red 000-255

26 Green 000-255

27 Blue 000-255

28 White 000-255

29 CTO
000-004

005-255

OFF

CTO 10000K~2800K

30 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

31 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

32 Dimmer 000-255

33 ShapeMode

000-005

006-130

131-255

Normal

Static

Dynamic

After the pixel

engine is turned

on, the pixel

Tint

Tint
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 6.4. 5 DMX Char t
channel is

available when

the Shape Mode

is set to Normal.

34 Shape Selection

000-007

008-015

016-023

024-232

233-240

241-248

249-255

Effect 1

Effect 2

Effect 3

...

Effect 31

Effect 32

Effect 33

35 Indexing/speed

000-255 Indexing (Static Mode)

000-124

125-130

131-255

(Dynamic Mode)

Speed from fast to slow, forward

Stop

Speed from slow to fast, backward

36 Fade/Wake

000-005

006-130

131-255

Off

Fade (From fast to slow)

Wake (From fast to slow)

37 Transition 000-255

Advanced-36

M
AI
N

1 PAN 000-255

2 PAN Fine 000-255

3 TILT 000-255

4 TILT Fine 000-255

5 ZOOM 000-255 Fromwide to narrow beam

6 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON

7 Dimmer 000-255

8 Dimmer Fine 000-255

9 FUNCTION

000-003

004-007

008-011

012-015

016-019

020-023

024-039

040-043

None

Auto (Default)

SLN

Constant

Normal Tilt speed

Fast Tilt speed (Default)

None

Linear

HOLD 3S and

Save
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 6.4.6 DMX Char t

044-047

048-051

052-055

056-059

060-063

064-067

068-071

072-075

076-079

080-083

084-087

088-091

092-095

096-099

100-103

104-107

108-111

112-159

160-163

164-167

168-171

172-175

176-179

180-183

184-187

188-191

192-195

196-199

200-203

204-207

208-253

254-255

Exponential (Default)

Logarithmic

S-Curve

None

Raw color channels gamma 1

Raw color channels gamma 1.5

Raw color channels gamma 2.2 (Default)

Color Calibration Off (Default)

Color Calibration Factory

Color Calibration Customized

None

Reverse Mapping Off (Default)

Reverse Mapping On

Pixel Map Disabled(Default)

Pixel MapOn RGBWMode

Zoom Reposition On(Default)

Zoom Reposition Off

None

Dimmer Fade Off

Dimmer Fade On

PWM frequency LED=600Hz

PWM frequency LED=1200Hz

PWM frequency LED=2000Hz (Default)

PWM frequency LED=4000Hz

PWM frequency LED=6000Hz

PWM frequency LED=25000Hz

Display On

Display Off 10s (Default)

Display Off 20s

Display Off 30s

None

Default function recall

10 RESET

000-025

026-076

077-127

128-255

No Function

ZoomReset (Hold 5S)

Pan / Tilt Reset (Hold 5S)

Complete Reset (Hold 5S)

BA
CK

GR
OU

ND

11 Crossfade 000-255

12 Red 000-255

13 Green 000-255

14 Blue 000-255

15 White 000-255

16 CTO
000-009

010-255

OFF

CTO 10000K~2800K

17 Tint
000-127

128-128

Red Shift

Off
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 6.4.7 DMX Char t
129-255 Green Shift

18 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

19 Dimmer 000-255

SH
AP

E

20 Red 000-255

21 Green 000-255

22 Blue 000-255

23 White 000-255

24 CTO
000-004

005-255

OFF

CTO 10000K~2800K

25 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

26 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

27 Dimmer 000-255

28 ShapeMode

000-005

006-130

131-255

Normal

Static

Dynamic

After the pixel

engine is turned

on, the pixel

channel is

available when

the Shape Mode

is set to Normal.

29 Shape Selection

000-007

008-015

016-023

024-232

233-240

241-248

249-255

Effect 1

Effect 2

Effect 3

...

Effect 31

Effect 32

Effect 33

30 Indexing/speed

000-255 Indexing (Static Mode)

000-124

125-130

131-255

(Dynamic Mode)

Speed from fast to slow, forward

Stop

Speed from slow to fast, backward

31 Fade/Wake 000-005 Off

Tint

Tint
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006-130

131-255

Fade (From fast to slow)

Wake (From fast to slow)

32 Transition 000-255

PI
XE

LS

33 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

After the pixel

engine is turned

on, the pixel

channel is

available when

the Shape Mode

is set to Normal.

34 Dimmer 000-255

35 CTO
000-004

005-255

OFF

CTO 10000K~2800K

36 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

Pixel Engine Channel-48

1 Red 1
000-25

5

2 Green 1
000-25

5

3 Blue 1
000-25

5

4 White 1
000-25

5

5 Red 2
000-25

5

6 Green 2
000-25

5

7 Blue 2
000-25

5

8 White 2
000-25

5

... ... ...

... ... ...

41 Red 11
000-25

5

42 Green 11
000-25

5

43 Blue 11
000-25

5

44 White 11
000-25

5

45 Red 12
000-25

5

46 Green 12
000-25

5

 6.4.8 DMX Char t

Tint
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 6.4.9 DMX Char t

47 Blue 12
000-25

5

48 White 12
000-25

5

Basic Pixel -62
1 PAN 000-255

2 PAN Fine 000-255

3 TILT 000-255

4 TILT Fine 000-255

5 ZOOM 000-255 Fromwide to narrow beam

6 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

Random Slow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON

7 Dimmer 000-255

8 Dimmer Fine 000-255

9 CTO
000-009

010-255

OFF

CTO 10000K~2800K

10 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

11 Crossfade 000-255

12 Dimmer Fade 000-255 Fast to Slow

13 FUNCTION

000-003

004-007

008-011

012-015

016-019

020-023

024-039

040-043

044-047

048-051

052-055

056-059

060-063

064-067

None

Auto (Default) 风

SLN

Constant

Normal Tilt speed

Fast Tilt speed (Default)

None

Linear

Exponential (Default)

Logarithmic

S-Curve

None

Raw color channels gamma 1

Raw color channels gamma 1.5

Tint
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 6.4.10 DMX Char t

068-071

072-075

076-079

080-083

084-087

088-091

092-095

096-099

100-103

104-107

108-111

112-159

160-163

164-167

168-171

172-175

176-179

180-183

184-187

188-191

192-195

196-199

200-203

204-207

208-253

254-255

Raw color channels gamma 2.2 (Default)

Color Calibration Off (Default)

Color Calibration Factory

Color Calibration Customized

None

Reverse Mapping Off (Default) L

Reverse Mapping On

Pixel Map Disabled(Default)

Pixel Map On RGBWMode

Zoom Reposition On(Default)

Zoom Reposition Off

None

Dimmer Fade Off

Dimmer Fade On

PWM frequency LED=600Hz

PWM frequency LED=1200Hz

PWM frequency LED=2000Hz (Default)

PWM frequency LED=4000Hz

PWM frequency LED=6000Hz

PWM frequency LED=25000Hz

Display On

Display Off 10s (Default)

Display Off 20s

Display Off 30s

None

Default function recall

14 RESET

000-025

026-076

077-127

128-255

No Function

Zoom Reset (Hold 5S)

Pan / Tilt Reset (Hold 5S)

Complete Reset (Hold 5S)
15 Red 1 000-255

After the pixel engine is

turned on, the pixel

channel is available

when the ShapeMode

is

set to Normal.

16 Green 1 000-255

17 Blue 1 000-255

18 White 1 000-255

19 Red 2 000-255

20 Green 2 000-255

21 Blue 2 000-255

22 White 2 000-255

... ... ...

... ... ...

55 Red 11 000-255

56 Green 11 000-255

57 Blue 11 000-255

58 White 11 000-255

59 Red 12 000-255

60 Green 12 000-255

61 Blue 12 000-255

62 White 12 000-255
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Standard Pixel -85

M
AI
N

1 PAN 000-255

2 PAN Fine 000-255

3 TILT 000-255

4 TILT Fine 000-255

5 ZOOM 000-255 Fromwide to narrow beam

6 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON

7 Dimmer 000-255

8 Dimmer Fine 000-255

9 FUNCTION

000-003

004-007

008-011

012-015

016-019

020-023

024-039

040-043

044-047

048-051

052-055

056-059

060-063

064-067

068-071

072-075

076-079

080-083

084-087

088-091

092-095

096-099

100-103

104-107

108-111

112-159

160-163

None

Auto (Default)

SLN

Constant

Normal Tilt speed

Fast Tilt speed (Default)

None

Linear

Exponential (Default)

Logarithmic

S-Curve

None

Raw color channels gamma 1

Raw color channels gamma 1.5

Raw color channels gamma 2.2 (Default)

Color Calibration Off (Default)

Color Calibration Factory

Color Calibration Customized

None

Reverse Mapping Off (Default)

Reverse Mapping On

Pixel Map Disabled(Default)

Pixel MapOn RGBWMode

Zoom Reposition On(Default)

Zoom Reposition Off

None

Dimmer Fade Off

HOLD 3S and

Save
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164-167

168-171

172-175

176-179

180-183

184-187

188-191

192-195

196-199

200-203

204-207

208-253

254-255

Dimmer Fade On

PWM frequency LED=600Hz

PWM frequency LED=1200Hz

PWM frequency LED=2000Hz (Default)

PWM frequency LED=4000Hz

PWM frequency LED=6000Hz

PWM frequency LED=25000Hz

Display On

Display Off 10s (Default)

Display Off 20s

Display Off 30s

None

Default function recall

10 RESET

000-025

026-076

077-127

128-255

No Function

ZoomReset (Hold 5S)

Pan / Tilt Reset (Hold 5S)

Complete Reset (Hold 5S)

11 Crossfade 000-255

BA
CK

GR
OU

ND

12 Red 000-255

13 Red Fine 000-255

14 Green 000-255

15 Green Fine 000-255

16 Blue 000-255

17 Blue Fine 000-255

18 White 000-255

19 White Fine 000-255

20 CTO
000-009

010-255

OFF

CTO 10000K~2800K

21 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

22 Dimmer Fade 000-255 Fast to Slow

23 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON

24 Dimmer 000-255

SH
AP

E

25 Red 000-255

26 Green 000-255

27 Blue 000-255

Tint
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28 White 000-255

29 CTO
000-009

010-255

OFF

CTO 10000K~2800K

30 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

31 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

Random Fast Strobe

Light ON

32 Dimmer 000-255

33 Shape Mode

000-005

006-130

131-255

Normal

Static

Dynamic

34 Shape Selection

000-007

008-015

016-023

024-232

233-240

241-248

249-255

Effect 1

Effect 2

Effect 3

...

Effect 31

Effect 32

Effect 33

35 Indexing/speed

000-255 Indexing (Static Mode)

000-124

125-130

131-255

(Dynamic Mode)

Speed from fast to slow, forward

Stop

Speed from slow to fast, backward

36 Fade/Wake

000-005

006-130

131-255

Off

Fade (From fast to slow)

Wake (From fast to slow)

37 Transition 000-255
38 Red 1 000-255

39 Green 1 000-255

40 Blue 1 000-255

41 White 1 000-255

42 Red 2 000-255

43 Green 2 000-255

44 Blue 2 000-255

45 White 2 000-255

... ... ...

... ... ...

78 Red 11 000-255

Tint
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 6.4.14 DMX Char t
79 Green 11 000-255

80 Blue 11 000-255

81 White 11 000-255

82 Red 12 000-255

83 Green 12 000-255

84 Blue 12 000-255

85 White 12 000-255

Advanced Pixel -83

M
AI
N

1 PAN 000-255

2 PAN Fine 000-255

3 TILT 000-255

4 TILT Fine 000-255

5 ZOOM 000-255 Fromwide to narrow beam

6 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

7 Dimmer 000-255

8 Dimmer Fine 000-255

9 FUNCTION

000-003

004-007

008-011

012-015

016-019

020-023

024-039

040-043

044-047

048-051

052-055

056-059

060-063

064-067

068-071

072-075

076-079

080-083

084-087

088-091

092-095

None

Auto (Default)

SLN

Constant

Normal Tilt speed

Fast Tilt speed (Default)

None

Linear

Exponential (Default)

Logarithmic

S-Curve

None

Raw color channels gamma 1

Raw color channels gamma 1.5

Raw color channels gamma 2.2 (Default)

Color Calibration Off (Default)

Color Calibration Factory

Color Calibration Customized

None

Reverse Mapping Off (Default)

Reverse Mapping On

HOLD 3S and

Save
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096-099

100-103

104-107

108-111

112-159

160-163

164-167

168-171

172-175

176-179

180-183

184-187

188-191

192-195

196-199

200-203

204-207

208-253

254-255

Pixel Map Disabled(Default)

Pixel MapOn RGBWMode

Zoom Reposition On(Default)

Zoom Reposition Off

None

Dimmer Fade Off

Dimmer Fade On

PWM frequency LED=600Hz

PWM frequency LED=1200Hz

PWM frequency LED=2000Hz (Default)

PWM frequency LED=4000Hz

PWM frequency LED=6000Hz

PWM frequency LED=25000Hz

Display On

Display Off 10s (Default)

Display Off 20s

Display Off 30s

None

Default function recall

10 RESET

000-025

026-076

077-127

128-255

No Function

ZoomReset (Hold 5S)

Pan / Tilt Reset (Hold 5S)

Complete Reset (Hold 5S)

11 Crossfade 000-255

BA
CK

GR
OU

ND

12 Red 000-255

13 Green 000-255

14 Blue 000-255

15 White 000-255

16 CTO
000-004

005-255

OFF

CTO 10000K~2800K

17 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

18 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

19 Dimmer 000-255

SH
AP

E

20 Red 000-255

21 Green 000-255

22 Blue 000-255

23 White 000-255

24 CTO 000-004 OFF

Tint
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005-255 CTO 10000K~2800K

25 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

26 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

27 Dimmer 000-255

28 ShapeMode

000-005

006-130

131-255

Normal

Static

Dynamic

29 Shape Selection

000-007

008-015

016-023

024-232

233-240

241-248

249-255

Effect 1

Effect 2

Effect 3

...

Effect 31

Effect 32

Effect 33

30 Indexing/speed

000-255 Indexing (Static Mode)

000-124

125-130

131-255

(Dynamic Mode)

Speed from fast to slow, forward

Stop

Speed from slow to fast, backward

31 Fade/Wake

000-005

006-130

131-255

Off

Fade (From fast to slow)

Wake (From fast to slow)

32 Transition 000-255

PI
XE

LS

33 Strobe

000-003

004-103

104-107

108-207

208-212

213-225

226-238

239-251

252-255

Light OFF

Strobe from low (1Hz) to fast (25Hz)

Light ON

Pulsation from slow (0.5 Hz) to fast (25 Hz)

Light ON

RandomSlow Strobe

RandomMedium Strobe

RandomFast Strobe

Light ON

34 Dimmer 000-255

35 CTO
000-004

005-255

OFF

CTO 10000K~2800K

36 Tint

000-127

128-128

129-255

Red Shift

Off

Green Shift

Pi
xe

l 37 Green 1 000-255

38 Blue 1 000-255

Tint
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39 White 1 000-255

40 Red 2 000-255

41 Green 2 000-255

42 Blue 2 000-255

42 White 2 000-255

... ... ...

... ... ...

77 Red 11 000-255

78 Green 11 000-255

79 Blue 11 000-255

80 White 11 000-255

81 Red 12 000-255

82 Green 12 000-255

83 Blue 12 000-255

84 White 12 000-255

Tint
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7.ERROR INFORMATION

TROUBLESHOOTING

Problems Possible causes Checks and remedies
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