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STATIC LIGHTS



R

Color

SideFront

Ø160.3

1.83 1.83

Bottom

Ø8.5

Ø80

Beam Angle °

613 153 67.65 38.33
1.87 5 5.63

5 10 15 0

5
1.1

3

Accessories

E rate

OUTDOOR PECTRUM
ED WASH
60W RGBW i ED

Ultr ig utput of lm( °), lux lux M( °)

Full pectru utput d exquisite color rendition
R , R

Variable ite color temperature preset fr K~8000K

Fla les bit dimming tec log t ensure ot fades

Compact, lig t eig t d quiet peration

ce
( ux)

Distance

Diameter(m)

PHOTOMETRICS

t Source 60W RGBW D

)°5(ml066tuptuO

ux u M ( )

CCT K~8000K

Col Rendition R

Beam Angle °

Available ptics 15 °

KEY FEATURES
)launam(°01naP
)launam(°08tliT

Col System RGBW/CMY/CTO

zH03~0ebortS

CONTROL

Protocol

DM l H / H

Dat ecti P pi for MX, linking up t pcs

POWER

Mains VAC Hz

Po er ection P Po er /Out

Consumption 60W V

Po er Factor V

PHYSICAL

P P66

Operating Temperature

Cooling nvection

Housing Die case gnesium

Dimension m

gktgieW
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Beam Angle 15 ° RGBW (FU

158 6 176
1.3 8 5.58

5 10 15 0
15°

0
0.83

3

8 7 0
6 3 6.5 6

5

1800
1.3

3 10 5 0
25°

°

°

SideFront

81

Bottom

Ø8.5

Ø80

Color

Accessories

E rate

OUTDOOR PECTRUM
ED WASH
100W RGBW ED

Ultr ig utput of lm(15°), lux lux M(15°)

Full pectru utput d exquisite color rendition,
R , R

Variable ite color temperature preset fr K~8000K

Fla les bit dimming tec log t ensure ot fades

Compact, lig t eig t d quiet peration

ce
( ux)

Distance

Diameter(m)

ce
( ux)

Distance

Diameter(m)

PHOTOMETRICS

t Source 100 RGBW D

Output 7000lm 15°

ux lux M(15°)

CCT 1800K~8000K

Col Rendition R

Beam Angle °

Available ptics 15 °

KEY FEATURES
)launam(°01naP
)launam(°611tliT

Col System RGBW/CMY/CTO

zH03~0ebortS

CONTROL

Protocol

DM l H / H

Dat ection P pi for M ,linking up t pcs

POWER

Mains VAC Hz

Po er ection P Po er /Out

Consumption 100W V

Po er Factor V

PHYSICAL

P P66

Operating Temperature

Cooling nvection

Housing Magnesiu oy

Dimension m

gk3.5tgieW
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Battery-powered, outdoor-rated
RGBA or RGBW LED high-ouptut uplights 

that go  anywhere you go, cable-free. 

Wireless DMX or infrared remote control.

In a six-piece road-worthy charging case.

- Adjustable white balance
- Password protected key lock
- Threaded receiver for clamp mounting
- 4 x 10W Quad-color LEDs (RGBW or RGBA) 
- IP54:  Designed for both indoor and outdoor use
- Charging station in rugged touring case holds 6 units 

- Patented structural design delivers superior passive cooling

- 3-channel Hue-Saturation-Value and Hue-Saturation-Intensity modes
- Wireless DMX, Manual, Standalone (Auto Shows), Master/Slave, IR control
- 8 hours continuous battery-powered operation at full output, 20 hours at single color

FEATURES  

SPECIFICATIONS
Light Source:  4 x 10W RGBW (or RGBA) LED  
Beam Angle:  11°
Field Angle:  19°
Output:   643 LUX @ 5 meters
Color Mixing:  RGBW or RGBA
Strobe:   0-30 Hz
Dimming:  4 dimming curve modes 
Control:   W-DMX, Manual, Standalone,
    Master/Slave, Infrared remote
DMX Channels:  4 / 6 / 10 / HSV / HSI
Display:   OLED function menu 
Mains:   100 - 240 VAC, 50/60 Hz
Consumption:  50W
Power connections: Proprietary
Battery:   Lithium Ion
Housing:  Diecast Aluminum
Finish:   Chrome
IP rating:  IP54
Cooling:   Passive     Charging case dims: 518 x 470 x 540 mm
Operating temps: -20°C to 40°C    Charging case weight: 47 kg
Dimensions:  138 x 138 x 202 mm   Consumption:   350W In /  DC 24V 14.58A Out
Weight:   2.13 KG     Power connection: Neutrik PowerCon

BATTERY

W-DMX
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FULL COLOR LED AUDIENCE BLINDER

·  RGBA + WW LED color mixing system to 

     deliver full range color

·  2800~10000K variable color temperature

·  Emulated "red shift" to reproduce the classic 

·  Flicker-free ouput with selectable PWM 

·  Rugged touring-grade design

·  Onboard marcos make for easy programming 

·  DMX 512 and RDM control

Beam Angle 3° 

342 569 1139 1708 2278Diameter(cm)

Distance (m)3 5 10  15 20

591 213 53 24 13Lux(lx)

PHOTOMETRICS

Light Source 380W RGBA + 80W WW LED

Output 6020lm, 590lux @ 3M(full on)

Color Temperature 2800~10000K

Color Rendering Ra

W:99/83

TLCI W:67

Beam Angle 59.3°

Field Angle 100°

LED Life Over 20K hrs

KEY FEATURES  

Tilt 360°(manual)

Color Mixing RGBA

Strobe 0~30Hz

Dimming 

PMW Frequency 600Hz/1200Hz/2000Hz/4000Hz/6000Hz/25KHz

CONTROL  

Protocol DMX512, RDM

Data Connections 5pin ( or 3pin) XLR for DMX

DMX Channel 1CH/5CH/7CH/10ch1/10ch2/12CH/13CH/15CH/28CH

Onboard Menu 

POWER  

Mains 

Power Connections Seetronic PowerCon In/Out

Consumption 122W@230V

Power Factor 0.94 @230V

Ambient Tempt. 

PHYSICAL  

Housing 

Cooling Passive

IP Rating IP28

Dimension 415*93.7*231.7mm

Weight 3.6kg

FRONT

TOP

SIDE

380

363.5

18
3.

5

23
1.

7

93.7

13

COLOR SYSTEM
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AURORA XGP
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OUTDOOR ZOOMABLE LED 
GOBO PROJECTOR WITH CMY 
AND FRAMING SYSTEM

Staggering output up to 21000lumens

4x independent rotatable framing shutter system

6°~50°motorized zoom

CMY+CTO+color wheel for vibrant color mixing

Indestructible weather-proof IP65 construction

Color

Roatating Gobo

Animation Framing Shutter CMY

Beam Angle 6°~50° 

205556 74000 37755 18500
0.31 0.52 0.73 1.04

3 5 7 10
6°

5694 2050 1046 513
2.76 4.6 6.43 9.19

3

1850000
0.105

1

51300
0.919

1 5 7 10
50°

°°

°

Front Bottom

Ø120

24
9

265
324

296

39
6

Side

472

Ø
13

Ø120

R6
.5

22.9mm±0.2mm
18mm±0.2mm

Llluminance
(Lux)

Distance

Diameter(m)

Llluminance
(Lux)

Distance

Diameter(m)

PHOTOMETRICS
Light Source White LED engine

ml00012 tuptuO
Lux                                74000Lux@5M(6°), 2050Lux@5M(50°)       

K0016 TCC
Beam Angle 6°~50°

KEY FEATURES
Color System  CMY+CTO+color wheel(7+open) 
Gobo System 1 rotating gobo wheel(7+open)
Animation 1*rotating animation wheel
Framing System       ±35° each blade individually controllable, 

±60°system rotation
°05~°6 mooZ

Focus Motorized focus
Frost 5°, 0~100% variable

zH03~0 ebortS
Prism     Indexable rotating 4-facet prism with variable speed

CONTROL
Protocol 
DMX Channel 28CH
Data Connection IP65 XLR IN/OUT for DMX 

linking up to 25pcs
Display OLED display

POWER
Mains 100 - 240 VAC, 50/60 Hz
Power Connection IP65 power IN/OUT, linking up to 2pcs
Consumption 770W@230V,790W@120V
Power Factor 0.96@230V, 0.99@120V

PHYSICAL
IP Rating IP66
Operating Temperature -10 ~45
Cooling Heat pipe with IP low noise fan for forced air
Housing Die-cast magnesium
Dimension 514.5 x 324x 249 mm
Weight 24.5 kg
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Color  

Roatating Gobo

Animation CMY

22.9mm±0.2mm
18mm±0.2mm

OUTDOOR ZOOMABLE LED 
GOBO PROJECTOR WITH CMY

Staggering output up to 21000lumens

6°~50°motorized zoom 

Dual gobo wheel and animation wheel combinable with 

CMY+CTO+color wheel for vibrant color mixing

Indestructible weather-proof IP65 construction

Beam Angle 6°~50° 

205556 74000 37755 18500
0.31 0.52 0.73 1.04

3 5 7 10
6°

5694 2050 1046 513
2.76 4.6 6.43 9.19

3

1850000
0.105

1

51300
0.919

1 5 7 10
50°

°°

°

Front Bottom

Ø120

24
9

265
324

296

39
6

Side

472

Ø
13

Ø120

R6
.5

Llluminance
(Lux)

Distance

Diameter(m)

Llluminance
(Lux)

Distance

Diameter(m)

PHOTOMETRICS
Light Source White LED engine

ml00012 tuptuO
Lux                                74000Lux@5M(6°), 2050Lux@5M(50°)       

K0016 TCC
Beam Angle 6°~50°

KEY FEATURES
Color System    
Gobo System Dual rotating gobo wheel
Animation 1 animation wheel

°05~°6 mooZ
Focus Motorized focus
Frost 5°, 0~100% variable

zH03~0 ebortS
Prism                               Bi-directional rotating 4-facet prism

CONTROL
Protocol 
DMX Channel 22CH
Data Connection IP65 XLR IN/OUT for DMX 

linking up to 25pcs
Display OLED display

POWER
Mains 100 - 240 VAC, 50/60 Hz
Power Connection IP65 power IN/OUT, linking up to 3pcs
Consumption 691W@230V, 710@120v
Power Factor 0.96@230V, 0.99@120V

PHYSICAL
IP Rating IP66
Operating Temperature -10 ~45
Cooling 3DCV, IP65 noiseless fan for forced air
Housing Die-cast magnesium
Dimension 514.5 x 324x 249 mm
Weight  24kg
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Color

Beam Angle 10 x 30° 

2090 752 384 188
0.686 1.14 1.6 2.28

3 5 7 10

18810
0.228

1

Side

Bottom

14
620

687

43

Front
421

45

104

Top

1000

60

FULL SPECTRUM  
ASYMMETRICAL  · OUTDOOR

120W RGBW LEDs deliver 6000 lumens of 

Asymmetrical optics to produce an elliptical output 
for wide wallwasher 

Capable of a 20-meter throw

White color temperature preset from 2100K~8000K

Full spectrum output, ultra-smooth dimming

DMX and RDM control

Llluminance
(Lux)

Distance

Diameter(m)

PHOTOMETRICS
Light Source  120W RGBW LED

mL0006 tuptuO
CCT W:3200K
CRI CRI:2100 8000K 2

R9�2200 8000K 3
LED Life 20000hrs
Beam Angle 13°*33°
Field Angle  31°*66°

KEY FEATURES
)launam(°081 tliT

Color System RGBW/CMY/CTO
zH03~0 ebortS

%001~0 remmiD

CONTROL
Protocol DMX512/RDM    
DMX Channel 4CH/6CH/11CH
Data Connection IP XLR IN/OUT for DMX

linking up to 32pcs

POWER
Mains 100 ~ 240 VAC  50 Hz~60Hz
Power Connection IP power In/Out, linking up to 

9pcs@230V, 5pcs@120V
Consumption 118W@230V, 119W@120V

PHYSICAL
IP Rating IP66
Operating Temperature -20 ~45
Cooling  Passive
Housing Extruded and die-cast aluminium

mm401x06x0001 noisnemiD
gk68.4 thgieW
sroodnraB lanoitpO
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Color

Beam Angle 8 25 60° 

2890 1040 530 260
0.38 0.63 0.88 1.26

3 5 7 10
8°

800 288 147 72
2.186 3.644 5.102  7.288

3

26010
0.13

1

7200
7.28

1 5 7 10
25°

60°

280 101 51 25
2.84 4.73 6.62  9.46

3

2520
0.95

1 5 7 10

°°

°
°

Side

Top

Front

Bottom

14
620

687

43

421

45

104

1000

60

Llluminance
(Lux)

Distance

Diameter(m)

Llluminance
(Lux)

Distance

Diameter(m)

Llluminance
(Lux)

Distance

Diameter(m)

FULL SPECTRUM  
ASYMMETRICAL  · OUTDOOR

Asymmetrical optics to produce an elliptical output 
for wide wallwasher 

Capable of a 10-meter throw

White color temperature preset from 1800K~8000K

Full spectrum output, ultra-smooth 16-bit dimming

DMX and RDM control

PHOTOMETRICS
Light Source   RGBW LED

ml0982 tuptuO
K0008~K0081 TCC

LED Life 20000hrs
Available optics 8°/15°/25°/40°/60°/D15 x 30°
Field Angle 21°/31°/52°/73°/96°/17 x 53°

KEY FEATURES
)launam(°081 tliT

Color System RGBW+CMY+CTO
zH03~0 ebortS

Dimmer 

CONTROL
Protocol DMX512 /RDM
DMX Channel 4CH/6CH/10CH
Data Connection IP XLR In/Out for DMX

 linking up to 25pcs

POWER
Mains 100 - 240 VAC, 50/60 Hz
Power Connection IP Power In/Out, linking up to 14pcs
Consumption 75W@230V, 77W@120V

PHYSICAL
IP Rating IP66
Operating Temperature -10 ~45
Cooling  Passive
Housing Extruded and die-cast aluminium

mm401x06x0001 noisnemiD
gk8.4 thgieW
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THEATRICAL



SERIES

EPROFILE SERIES
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288

55
1

Front

596

Side Rear

LED PROFILE SPOT 
VARIABLE WHITE

380W RGBAL LEDs

Variable white color temperature presets from 
2800K ~ 8000K

linear adjustment

RGBA+L engine with independent color control for 
vibrant color mixing and accurate white

Flicker-free output and quiet operation suitable for
studio use

Rugged die-cast body and low-maintenance design

°  

DMX control

Beam Angle 19°

  2080                382                  

  

Beam Angle 50°
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Color

Llluminance

Distance

Llluminance

Distance

PHOTOMETRICS

Light Source 

Output 

Color Rendition 

CCT 

Beam Angle

KEY FEATURES

Zoom

Strobe

Dimming

CONTROL

Ptorocol

DMX Channel

Data Connection

Display

POWER

Mains

Power Connection

Consumption

Operating Temperature

PHYSICAL

Dimension

Weight

Cooling

Housing

Optional

380W RGBAL LED

2800K ~ 8000K

Manual

0-30 Hz

 linking up to 32pcs

LCD display

8kg

Heat pipe cooling system with low noise fan

°

 



Bottom view

48
7

spotlight

Flicker-free output and quiet operation suitable for 

studio use

Rugged die-cast body and low-maintenance design

DMX control

LED PROFILE SPOT 
HIGH POWER 

1 3 5 7 10

53846 5830 2050 1070 512

Beam Angle19°

Beam Angle 26°

1 3 5 7 10

36740 3960 1423 750 369

Beam Angle 36°

1 3 5 7 10

18050 2100 815 368 181

Beam Angle 50°

1 3 5 7 10

9030 1000 414 184 91

625

Lateral view

285

Front view
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Llluminance

Distance

Llluminance

Distance

Llluminance

Distance

Llluminance

Distance

PHOTOMETRICS

Light Source

Output

Color Temperature

CRI

Beam Angle

KEY FEATURES

ZOOM

Strobe

Dimming

CONTROL

Protocol

DMX Channel

Data Connection

Display

POWER

Mains

Power Connection

Consumption

Operating Temperature

PHYSICAL

Dimension

Weight

Cooling

Housing

200W LED

°

Manual

0-30 Hz

DMX

OLED function menu with 4 navigation buttons


